
DCTI [2500] Daily and Weekly Cleaning Guide
The Lincoln Digital Countertop Impinger Oven contains electrical components.  Before cleaning the 
oven, switch off and disconnect the oven from the electrical supply.

WARNING:

Daily Cleaning
1.	 Clean exterior surfaces of the oven 

by wiping down with Lincoln Oven 
cleaner* and rinse with clean 
water. or a mild detergent diluted 
in clean water.  

2.	 Remove and clean crumb trays 
and extensions [if applicable] with 
cleaner. 

3.	 Clean the conveyor belt by wiping 
with a clean, water-dampened 
cloth or heat resistant nylon brush 
to remove any crumbs or food 
residue.

*A mild detergent or non-caustic cleaner diluted 
in water can be substituted for Lincoln Oven 
cleaner.

1.	 Remove extension shelves (if 
applicable).

2.	 Push coupling away from drive lugs.
3.	 Lift and remove conveyor from oven cavity.
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Weekly Cleaning
1.	 Remove conveyor, disassemble and clean above a 3-compartment sink using Lincoln Oven cleaner. Rinse and 

dry. Refer to Operations Manual for more detailed information on removal and re-installation of the conveyor. 
2.	 Remove the baffles, side panels and finger from the oven cavity. Clean all components, rinse and dry.
3.	 Clean the interior of the oven cavity by sweeping up all loose particles; then wash with Lincoln Oven cleaner 

and rinse with clean water. 
4.	 Apply Lincoln Oven Protector for enhanced oven protection and to keep your oven looking newer for  

longer.
5.	 Ensure that all finger components are dry prior to re-installing in the oven. Never leave finger components 

soaking in water overnight.
6.	 CAUTION: Do not spray cleaner or water directly into the oven cavity as this could harm oven catalysts and 

electrical components.
7.	 Refer to Operations Manual for additional information on re-installing finger components and the  

conveyor. 

Cut-away view of interior baking chamber 
noting Finger and Plenum installation.

CONVEYOR REMOVAL



FINGERS - REMOVAL & DISASSEMBLY FOR CLEANING

DISASSEMBLE FINGERS FOR CLEANING

3.	 Slide finger cover from housing. Lift out inner 
columnating plate. 
Note: Install Finger inner columnating plate with 
the etched part number facing upwards located at 
the front of the Finger Assembly.

1.	 Remove conveyor.

2.	 Remove 1/4-20 Thumbscrews (2 per panel) then 
pull back the panel. Lift panel off lower retaining 
tabs.

3.	 Lift finger assembly to clear hanger on front wall of oven. Then 
slide to the rear and swing out. Remove finger assembly from 
oven.

REASSEMBLY

4.	 Reassemble in reverse order. NOTE: Check to ensure that the holes in the columnating plate are lined up with the 
holes in the orifice panel.

5.	 Reinstall fingers in the oven. Be sure that they are fully seated over the plenum flanges and the holes are pointing 
toward the conveyor.

6.	 Reinstall cover panels (see #1).

COLUMNATING PLATE

ORIFICE 
PANEL
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FRONT OF FINGER ASSEMBLY 
PROPERLY INSTALLED

FINGER COVERS ARE MATCHED AND MAY BE INSTALLED IN ANY LOCATION.

DISASSEMBLY


